Aluminum / Aluminum Alloy Rod CCR Line

1. Introduction

This production line produces round aluminum rod and aluminum alloy rod for electricians by
adopting the technology of continuous casting and rolling.
The diameter of finished aluminum rod is #9.5mm, ®12.5mm, ®15mm.

This line has the advantages of high efficiency, low energy consumption, excellent quality of
aluminum/aluminum alloy rod and so on.

2. Technical Parameters

Description Aluminum Rod CCR Line Aluminum Alloy Rod CCR Line
Rolling type Three-roll Y-type Three-roll Y-type
Finished Rod Dia.(mm) | ©9.5+0.2, ®12.5+0.2, ®15+0.2 $9.5+0.2, $12.5+0.2, $15+0.2
Line Speed(m/s) 6.2 6.2

Finished Rod Type

A2, A4, A6, A8,1350EC
8030, 8176 Aluminum rod

A2, A4, A6, A8, 1350EC
8030, 8176 Aluminum alloy rod
6201, 6101 Aluminum alloy rod

Capability(t/h)

4-4.5

4-4.5

Ingot Cross
Section(mm?)

1500-2400

1500-2400

Furnace

Vertical melting furnace+Bale-out
pot furnace

Vertical melting furnace+Circular holding
furnace/Tilting holding furnace

Weight of Coiled Al(Alloy)

Rod(t)

1.5-2.5

1.5-2.5

3. Al/Al Alloy Rod CCR Line
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