SF6 Standard Capacitor

1. Introduction

The standard capacitor is widely used in the high voltage test. It can be connected with tan delta
bridge to measure the dielectric loss of test object. For example, during dielectric loss test, it is used
as standard, and compare the capacitance and tgé value with measuring capacitor, cable, bushing,
insulator, transformer winding and insulation materials.

2. Features

1. Rated voltage: 10-400kV

2. Rated capacitance: 50, 100pf

3. Frequency: 50Hz

4. Precision: <+0.5%

5.Drift of capacitance: <3%

6. Drift of voltage: <2x10-5

7. Dissipation: <2x10-5

8. PD level: <5pc, Un

9. Temperature co-efficiency: <3x10-5/°C
10. Pressure co-efficiency: < 2x10-3/Mpa

3. Technical Parameters

Model Test Voltage (kV) | Capacitance +3% | Dimension (LxWxH Structure
(pF) mm)
LT-10/50(100) 10 50(100) 150%150%260 Coaxial

170x170x340 electrode
LT-20/50(100) 20 50(100) 250%x250%650 ibid
LT-30/50(100) 30 50(100) 250x250x650 ibid
LT-50/50(100) 50 50(100) 260%x260x650 ibid
LT-100/50(100) 100 50(100) 260%260x%800 ibid

420x420%1300

LT-150/50(100) 150 50(100) 420x420x1300 ibid
LT-200/50(100) 200 50(100) 1100%1100x1850 ibid
LT-250/50 250 50 1100%1100x1850 ibid
LT-300/50 300 50 1500%1500x2500 ibid
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LT-500/50

500

50

1800x1800x3200

LT-600/50

600

50

1800x1800x3900

Product link : https://www.linttop.com/sf6-standard-capacitor.html
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